0

4

3
$" !
!
# !
S
# #
#
3
" &8
# )
|
-1 ,0)/ 2% 0 )
31) 1, - 11 =

#

$7

%

13 1)

, 0



7 $ ! "
; ) |
$#
*fl-x -*1)02)) 0 11 % 1) 11 **-) 2%
)**/-*1 5 /15 01) 11 %11 11
7 # #

I ! " !# # " ! # n
"# ! 8 man
# . I n
| "# > n n
" ! 33 "
! ! # 3 !
' #
, - 120! 1--0 !
"o ? +! 1,1 *5l6
ﬁ 8 # N ) +*744 1,1*- 4
& ? 8888
"2 - 9 3 $ 4 9
H#" ?

) +744-)-1+1,1*%- 4

I # o
9 0 4! 120 1 110k |
@ 0 012 0
$ " 1 1 1 % 8 ! # "
# # ! 1
% 0 012 0 0 012
8 # o $
# ) 7
! $7 )
01012 0 " )
78& ! HH T

?) +T44"# 3 < R




A

)

-+

XILOY % oo 11) k4 15 3

%

1!

) D-LINK SYSTEMS, INC. | WIRELESS ROUTER : Login - Mozilla Firefox

File

6 - € @ [ hepunszaeso.y % | [[Gl-| sooge
-‘H isoHunt - the BitTorre... B*Y The Official Site of Ma... # wiolfram|alpha % Home -' Grnail @ craigslist: victoria ’ MapQuest |j RouterAdmin

| D-LINK SYSTEMS, INC. | WIRELES... [ |

Edit  Wiew History Bookmarks Tools  Help

| [*] Gmail - Sent: Mail - embp123@gmail.com || | B Regular Season Standings | MLE.com: ... |

Log in to the router:

User Name :

) —

I WIRELESS =

< >

Done
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Al of your Intermet and network connection details are displayed on this page. The firmware
wersion is also displayed here.

GENERAL

Time : June 30, 2009 11:29:31 &M
Firmware Yersion : 2.25, 2008/05/16

Connection Type : DHCP Client

QoS5 Engine : Inactive
Cable Status : Connected
Network Status : Established
Connection Up Time : 0 Days, 0:01:16
Renew @
MAC Address :
1P Address :
Subnet Mask :
Default Gateway :
Primary DNS Server :

Secondary DNS Server :

1,1*5!6



File Edit Wiew History Bookmarks Tools Help

[ Gmail - Sent Mail - embpl23@gmail.com | [ B Regular Season Standings | MLE.com: .. || | |:] D-LINK SYSTEMS, INC. | WIRELES...

DIR-615 // SETUP YANCED TOOLS STATUS SUPFPORT

Helpful Hints...

The ‘admin' and ‘user' accounts can access the management interface. The admin has
readwrite access and can change passwords, while the user has read-only access.

By default there is no password configured. It is highly recommended that you create a
password to keep your router secure,

[ Save Setkings ] [ Don't Save Settings

ADMIN PASSWORD

Please enter the same password into both boxes, for confirmation.

HEDULES
Password :

Yerify Password :

USER PASSWORD
Please enter the same password into both boxes, for confirmation.

Password :

Yerify Password :

SYSTEM NAME
Gateway Name

ADMINISTRATION

Enable Remote Management :

Remote Admin Port :
Remote Admin Inbound Filter :
Details :

Done
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There are two ways to set up your Internet connection: you can use the Web-based Internet
Connection Setup Wizard, or you can manualy configure the connection.

INTERNET CONNECTION SETUP WIZARD

If you would like to utiize our easy to use Web-based Wizards to assist you in connecting your
new D-Link Systemns Router to the Internet, dick on the button below,

[ Internet Connection Setup Wizard ]

Note: Before launching these wizards, please make sure you have followed all steps outlined in
the Quick Installation Guide included in the package.

MANUAL INTERNET CONNECTION OPTIONS

If vou would like to configure the Internet settings of your new D-Link Systems Router manually,
then click on the button §

I Manual Internet Connection Setup l

Use this section to configure your Internet Connection type. There are several connection
types to choose from: Static IP, DHCP, PPPoE, PPTF and L2TP. If you are unsure of your
connection method, please contact your Internet Service Provider.

Note : If using the PPPoE option, you will need to rermove or disable any PPPoE client
software on yoLr computers,

’ Save Setkings ] ’ Don't Save Settings ]

INTERNET CONNECTION TYPE

Choose the mode to be used by the router to connect to the Internet.

My Internet Connection is : |Dynamic IF (DHCP) v|

Use this Internet connection type if your Internet Service Provider (ISP) didn't provide
you with IP Address information and/or a username and password.
Host Name :

Use Unicasting : {compatibility for some DHCP Servers)
Primary DNS Server :
Secondary DNS Server @

MTU : {hytes) MTU default = 1500

MAC Address :

[ Clone Your PC's MAC Address ]
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The foliowing YWeb-based wizards are designed to assist you in your wireless network setup
and wireless device connection.

Before launching these wizards, please make sure you have followed all steps outlined in the
Quick Installation Guide included in the package.

WIRELESS NETWORK SETUP WIZARD

This wizard is designed to assist you in your wirglsss netwark setup, I will guide you through
step-by-step instructions an how o set up your wirgless netwark and how to make it secure.

’ Wireless Metwork Setup Wizard ]

Note: Some changes made Lsing this Setup Wizard may require you to change some settings an
your wireless client adapters so they can still connect to the D-Link Router,

ADD WIRELESS DEVICE WITH WPS (WI-FI PROTECTED SETUP) WIZARD

Thiz wizatd is designed to azsist you in connecting your wireless device to your router, It wil
guide you through step-by-step instructions on how to get your wireless device connected, Click
the button below to begin,

’ Add Wireless Device with WPS ]

MANUAL WIRELESS NETWORK SETUP

If your wirgless network is already set up with Wi-Fi Protected Setup, manual confguration of the
wirgless network will destroy the existing wireless netwark, If you would ke to configure the
wireless settings of your new D-Link Systemns Router manually, then dick on the Manual wireless
Metwork Setup button belo

Manual Wireless Metwork Setup
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Helpful Hints...

p, click on Add
eless Device Wizard
d new d to g

Setup Wizard
il guide

gL
Manual Wireless
Metwork Setup Lo input
all the ngs manug

More...
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INTERMET

WIRELE: IUse this section to configure the wirsless settings for wour D-Link Router. Please note that

changes made on this section may also need to be duplicated on your Wireless Client,

[ Save Settings ] [ Don't Sawve Settings ]

WIRELESS METWORK SETTINGS

Enable Wireless : Add New
Wireless Network Name : (Ao called the SSID)

802.11 Mode : |Mixed 802.11n, 802.11gand 802.11b + |
Enable Auto Channel Scan :

Wireless Channel :
Transmission Rate : (Mbitfs)
Channel Width :

Visibility Status : @ visible O Invisible

WIRELESS SECURITY MODE

To protect your privacy you can configure wireless security features, This device supports three
wireless security modes, including WEP, WPA-Personal, and WPA-Enterprise, WEP is the original
wireless encryption standard, wWPa provides a higher level of security, WPA-Personal does not
require an authentication server, The WRA-Enterprise option requires an external RADIUS sarver,

Security Mode @ | WPa-Personal v

Use WPA or WPA2 mode to achieve a balance of strong security and best compatibility, This
rmiode Lses WPA for legacy dients while maintaining higher security with stations that are wWPa2
capahle. Also the strongest cipher that the client supports will be used. For best security, use
WPAZ2 Only mode, This mode uses AES{CCMP) cipher and legacy stations are not allowed access
with WPA security, For maximum compatibility, use WPA Only. This mode uses TKIP cipher,
Some gamning and legacy devices work only i this mode,

To achigve better wirgless performance use WPAZ2 Only security mode (or in other words AES
cipkir ).

wWPA Mode :
Cipher Type :
Group Key Update Interval : [(seconds)

PRE-SHARED KEY

Enter an 8- to 63-character alphanumeric pass-phrase. For good security it should be of ample
lergth and should not be a commmonly known phrase,

WIRELESS
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Helpful Hints...

The Wirtual Server option allowes you to define a single public port on your router for redirection
to aninternal LAMN IP Address and Private LAM port if required, This feature is useful for hosting
online services such as FTP or web Servers,
Save Settings ] [ Don't Save Settings
Port  Traffic Type
Marne Protocol Schedule
bpplcstion ae_ 1 v| [Awers v]
v
IP Address Inbound Filter
b | [Mowalw
Protocol Schedule
[ic_ 9] | [aweys 9]
IP Address Inbound Filter
192,166.0.3 | | [sowsl 8
Tarne: Protocol Schedule
= — e v [aways v]
IP Address Inbound Filter
192.168.0.2 e | [Alowal ]
Marne — Protocol Schedule
n WMCZweb Application Name  + [Tcr | [ahways ]
IP Address Inbound Filter
b ] laowal v
Marne Protocol Schedule
o — )| = N e
IP Address Private i
B perere— ] ] Irlwbcuund FI|tE';r
- | 5 9 9 | " |
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SETUP |

This option is wsed to open multiple ports or a range of ports inoyour router and redirect data
through those ports to a single PC on your netwark, This feature dlows you o enter parts in Fo
yarious formats including, Port Ranges (100-1507, Individual Ports (20, 63, 383, or Mixed

20

-)-5B* 1*x/12* 12*

ADYANCED

{1020-5000, 589).

’ Save Settings ] [ Don't Save Settings ]
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Helpful Hints...

Name dr

arme
FTP Server

IP Address
192,165.0.2

Warme
OpenyPMeric

IP Address
192,168.0.3

[Harne
Openy'PMadmin

IP Address
192.168.0.2

arme
SFTP Server

IP Address
192.168.0.2

Marme

L ]
===

24 -- PORT FORWARDING RULES

Ports to Open

Schedule
Always W

Inbound Filter
Allovs All

Schedule
Always W

Inbound Filter
Allows All

Schedule
Always W

Inbound Filter
Allow All

Schedule
Always W

Inbound Filter
Allow All

Schedule
Always W

B3
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The Systemn Settings section allows you to reboot the device, of restore the router to the
factory default settings, Restoring the unit to the factory default settings will erase all settings,
including any rules that you hawve created.

The current system settings can be saved as a file onto the local hard drive. The saved file or
any other saved setting file created by device can be uploaded into the unit.

SYSTEM SETTINGS

‘ ‘[ Browize..

Save To Local Hard Drive

Load From Local Hard Drive:

Restore Configuration from File

Restore To Factory Default

Restore Factory Defaults

Restore all settings to the factory defaults.

Reboot The Device:
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